
 Power House - PHD13 complete SCR package, standard supply

 Wiring harness, Muffler
 ACM to Muffler 

7000 mm. 

SDM

AUS/DEF TANK

NOX sensor
S1: 22827992 pre pigtail 900 mm.
S2: 22827995 post pigtail 900 mm.

Temp sensor:
S3: 21412472 Pigtail 1000 mm.

Wiring harness, engine to ACM:

16-pole 7000 mm.

Wiring harness, engine to SDM:
Female - female

21-pole 7000 mm.3 pcs 8-pole        5000 mm. 

Wiring harness: 
Female - female  

1 3 4

1

7

5

6

5-4     5-3

ACM

 Extension wiring for temp 
 post SCR and wet exhaust: 

2 pcs. 7000 mm. 

 Extension wiring for NOx post:

T1
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Pipe from Bunker tank 
IN, Yard supply.

MCC with AUS/DEF tank

 Pigtail 900mm.

 Pigtail 1000mm.

 Pigtail 1100mm. 5-1

5-2

 Cooling hoses from en-
 gine to dosage valve.
 Yard supply.

Pipe Return Bunker 
tank,  Yard supply.

Injector pipe

SCR

5-5

 AUS/DEF line, Stainless 
 steel pipe or EPDM 
hose. Yard supply.
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 Pigtail 4000mm. Pigtail 1000mm.

 Hose
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 Pigtail 1100mm.

 Pigtail 50 mm.

 Sensors and Valve:
5-1. NOx pre. ACM
5-2. Temp pre. ACM 
5-3. NOx post ACM
5-4. Temp post ACM
5-5. Dosage valve

EMS  T1. Temp  exhaust    

MCCDirect or with cable extension > 1

5
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2 pcs. 7000 mm. 

Note:
No exhaust piping included in Power House 
standard supply except for the injector pipe to the 
SCR and to the turbo exhaust compensator.




